Agenda Item: 7

For the Meeting of June 19, 2025

BIOLA COMMUNITY SERVICES DISTRICT
REPORT TO THE BOARD OF DIRECTORS

To: BIOLA CSD BOARD OF DIRECTORS

From: Alfonso Manrique, Principal Engineer, AM Consulting Engineers
Subject: Streetlights

RECOMMENDATION:

Staff recommend that Board of Directors authorize District Manager to sign an agreement
with Pac-West Construction for the installation of five (5) additional street lights along
Biola Ave.

BACKGROUND:

In March 2022, the Biola Community Services District (District) prepared a funding
application in response to a call for projects from the County of Fresno. The application
was successful, and the County of Fresno awarded the District $649,000 to construct
stormwater improvements (Project) throughout the community of Biola. Subsequently the
County of Fresno increased the award amount to $955,000.

The project scope consisted of the construction of storm drain inlets and storm drain
pipelines at various locations within the District. Construction bids for this project were
significantly below the engineer’s estimate and additional funds remained in the project.
The County amended the agreement to include the installation of conduits and pull boxes
along Biola Ave during the construction of the Biola Sidewalk Improvement Project and
the construction of an additional storm drainpipe to be able to convey water into a storm
water basin for recharge. Those additional improvements have been completed and there
are approximately $67,000 in contingency construction funds that can be used to install
additional lights.

AM Consulting Engineers approached the County to request that the funds be used for
lift station maintenance and pavement repairs but the County indicated that those
improvements are outside of the current scope of work and would be difficult to get them
approved. However, the additional streetlights would fall under the neighborhood
improvements and be eligible to be funded by the remaining funds.

AMCE requested updated pricing for 5 streetlights along Biola. The updated cost for the
lights and conductors would be $60,270.75 which is within the District’'s remaining funding
amount. The Board had indicated that streetlights could be installed alternating the



original design so that the new lights span a greater length. The cost provided by the
contractor is for alternating street lights. If instead the Board decides to install five
consecutive lights, there could be a savings of approximately $6k and funding may be
sufficient to install a sixth light.

Staff is requesting direction from the Board to determine which option is preferred:
continuous lights (5 lights or maybe 6 lights) or alternating lights (5 lights).

FISCAL IMPACT:

There is no Fiscal Impact associated with this item. Project construction costs will be
covered in full by the ARPA grant.
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LIGHT CIRCUIT TO CONTACTS. SEE DETAIL 3.
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1. ALL WORK AND MATERIAL SHALL CONFORM TO LATEST CODES AND ORDINANCES. IT IS THE INTENSION OF THESE PLANS ALL WORK AND MATERIAL SHALL CONFORM TO LATEST CODES AND ORDINANCES. IT IS THE INTENSION OF THESE PLANS AND SPECIFICATIONS TO COVER ALL THINGS REQUIRED TO PROVIDE COMPLETE AND OPERATIVE SYSTEMS. THE CONTRACTOR SHALL FURNISH LABOR, MATERIAL, TRANSPORTATION, EQUIPMENT, MISCELLANEOUS SERVICES, ECT. REQUIRED TO ACCOMPLISH THIS RESULT. ANYTHING WHICH MAY BE REASONABLY CONSTRUED AS A NECESSARY PART OF THE INSTALLATION SHALL BE INCLUDED. NOTHING IN THESE PLANS OR SPECIFICATIONS MAY BE CONSTRUED TO PERMIT WORK NOT CONFORMING TO ANY CONSTRUCTION CODES. 2. ALL EQUIPMENT SHALL HAVE TESTING LABORATORY LABEL ATTACHED (U.L. C.S.A. ETC.) AS PER N.E.C. 110. PROOF OF ALL EQUIPMENT SHALL HAVE TESTING LABORATORY LABEL ATTACHED (U.L. C.S.A. ETC.) AS PER N.E.C. 110. PROOF OF TESTING LABELS REQUIRED WITH ALL SUBMITTALS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL THESE REQUIREMENTS. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT/ENGINEER PRIOR TO PURCHASING, IF ANY OF THE SPECIFIED MATERIAL FAILED THESE REQUIREMENTS. WHERE A FIELD CERTIFIED PRODUCT MAY BE REQUIRED FOR FIELD ASSEMBLED COMPONENT, PROVIDE CERTIFIED REPORT BY AN APPROVED TESTING AGENCY ACCEPTABLE TO THE AUTHORITIES HAVING JURISDICTION. INCLUDED ALL TESTING FEES IN BID. 3. THE ENGINEERING SERVICES ARE LIMITED TO PREPARATION OF PLANS AND SPECIFICATIONS. THE PLANS AND THE ENGINEERING SERVICES ARE LIMITED TO PREPARATION OF PLANS AND SPECIFICATIONS. THE PLANS AND SPECIFICATIONS ARE INTENDED TO BE USED AS CONSTRUCTION GUIDELINES ONLY AND NOT THE TOTAL INSTRUMENT OF CONTRACT DOCUMENTS. IT IS NOT THE INTENSION OF ANY CONSTRUCTION PLANS TO DIVIDE WORK AMONG DIFFERENT TRADES. VERIFY SCOPE OF WORK WITH GENERAL CONTRACTOR/OWNER SINCE THE ENGINEER IS NOT SUPERVISING THE JOB. THE ENGINEER WILL PROVIDE INTERPRETATION OF THE CONSTRUCTION DOCUMENTS, BUT SUPERVISION IS UNDER THE RESPONSIBILITY OF THE OWNER OR HIS APPOINTEE.  4. WORKING CLEARANCE SHALL BE MAINTAINED AS PER N.E.C. FOR ALL PANEL(S), SERVICE EQUIPMENT, DISCONNECT WORKING CLEARANCE SHALL BE MAINTAINED AS PER N.E.C. FOR ALL PANEL(S), SERVICE EQUIPMENT, DISCONNECT SWITCH, ECT. LOCAL UTILITY COMPANY WORKING CLEARANCE REQUIREMENT SHALL ALSO BE OBSERVED. POWER EQUIPMENT MANUFACTURER'S PRODUCT MAY VARY IN DIMENSION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION OF WORKING CLEARANCE REQUIREMENT WHEN LAYING OUT THE ELECTRICAL EQUIPMENT. 5. THE CONTRACTOR SHALL VERIFY EXACT LOCATION OF TERMINAL BOXES AND CONDUIT ENTRANCES OF ALL EQUIPMENT THE CONTRACTOR SHALL VERIFY EXACT LOCATION OF TERMINAL BOXES AND CONDUIT ENTRANCES OF ALL EQUIPMENT AGAINST SHOP DRAWINGS BEFORE STUBBING UP CONDUITS OR PENETRATING EXTERIOR WALL(S) OF BUILDING(S). 6. IN CASE OF INTERFERENCE BETWEEN ELECTRICAL EQUIPMENT SHOWN ON THE DRAWINGS AND OTHER EQUIPMENT, THE IN CASE OF INTERFERENCE BETWEEN ELECTRICAL EQUIPMENT SHOWN ON THE DRAWINGS AND OTHER EQUIPMENT, THE CONTRACTOR SHALL NOTIFY THE ENGINEER IN WRITING BEFORE PROCEEDING. 7. ALL OUTDOOR DEVICES SHALL BE WEATHER PROOF.  ALL OUTDOOR DEVICES SHALL BE WEATHER PROOF.  8. CONTRACTOR SHALL FURNISH ALL MATERIALS, TOOLS, LABOR, EQUIPMENT AND SUPERVISION NECESSARY TO COMPLETE CONTRACTOR SHALL FURNISH ALL MATERIALS, TOOLS, LABOR, EQUIPMENT AND SUPERVISION NECESSARY TO COMPLETE INSTALLATION, CHECKOUT AND INITIAL OPERATION. 9. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND GENERAL ARRANGEMENT OF EQUIPMENT SHOWN AND SHALL SUBMIT CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND GENERAL ARRANGEMENT OF EQUIPMENT SHOWN AND SHALL SUBMIT SHOP DRAWINGS FOR ALL EQUIPMENT PRIOR TO PURCHASE. 10. THE CONTRACTOR SHALL BE RESPONSIBLE FOR HAVING VISITED THE SITE AND SATISFIED HIMSELF AS TO THE THE CONTRACTOR SHALL BE RESPONSIBLE FOR HAVING VISITED THE SITE AND SATISFIED HIMSELF AS TO THE CONDITIONS UNDER WHICH THE WORK IS TO BE PERFORMED. THE CONTRACTOR SHALL CHECK ALL THE CONDITIONS WHICH MAY AFFECT HIS WORK. THE SITE VISIT SHALL BE MADE PRIOR TO SUBMITTING THE BID. BIDDERS SHALL BE PREARRANGED A SITE VISIT WITH THE OWNER/ENGINEER. 11. CONDUCTORS SHALL BE COPPER, TYPE THWN OR SIZE NO. 6 AWG. AND SMALLER. CONDUCTORS SHALL BE COPPER, TYPE THWN OR SIZE NO. 6 AWG. AND SMALLER. 12. CONDUIT SHALL BE PVC SCHEDULE 80 EXCEPT PVC COATED 40 GALVANIZED RIGID STEEL CONDUIT FOR STREET CONDUIT SHALL BE PVC SCHEDULE 80 EXCEPT PVC COATED 40 GALVANIZED RIGID STEEL CONDUIT FOR STREET CROSSINGS. PROVIDE PULL ROPE IN ALL CONDUIT RUNS. 13. ALL WIRING AND RACEWAY SHOWN ARE DIAGRAMMATIC. EXACT ROUTING TO BE GOVERNED BY STRUCTURE AND SITE ALL WIRING AND RACEWAY SHOWN ARE DIAGRAMMATIC. EXACT ROUTING TO BE GOVERNED BY STRUCTURE AND SITE CONDITIONS.
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1. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO CALL UNDERGROUND SERVICE ALERT "USA" BEFORE THE IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO CALL UNDERGROUND SERVICE ALERT "USA" BEFORE THE COMMENCEMENT OF ANY EXCAVATION. EACH CONTRACTOR SHALL HAVE THEIR OWN USA TICKET NUMBER FOR EACH PROJECT LOCATION AND SHALL NOT RIDE ON ANY OTHER CONTRACTORS TICKET. CONTRACTOR SHALL NOTIFY THE OWNER 72 HOURS PRIOR TO EXCAVATION. 2. THIS CONTRACTOR SHALL PERFORM ALL CUTTING AND PATCHING NECESSARY FOR THE INSTALLATION OF EQUIPMENT THIS CONTRACTOR SHALL PERFORM ALL CUTTING AND PATCHING NECESSARY FOR THE INSTALLATION OF EQUIPMENT AND MATERIALS. ALL PATCHING SHALL ACCURATELY MATCH THE ADJOINING WORK.  3. THIS CONTRACTOR SHALL DO EXCAVATING REQUIRED FOR THE INSTALLATION OF THE WORK. UNDERGROUND LINES THIS CONTRACTOR SHALL DO EXCAVATING REQUIRED FOR THE INSTALLATION OF THE WORK. UNDERGROUND LINES OUTSIDE THE BUILDINGS SHALL BE INSTALLED WITH A MINIMUM OF 36" OF COVER, EXCEPT DEPTH OF UTILITY SERVICES SHALL COMPLY WITH RESPECTIVE UTILITY COMPANY REQUIREMENTS. 4. BEFORE COMPACTION, MOISTEN OR AERATE EACH LAYER AS NECESSARY TO PROVIDE OPTIMUM MOISTER CONTENT. BEFORE COMPACTION, MOISTEN OR AERATE EACH LAYER AS NECESSARY TO PROVIDE OPTIMUM MOISTER CONTENT. COMPACT EACH LAYER TO REQUIRED PERCENTAGE OF MAXIMUM DRY DENSITY OR RELATIVE DRY DENSITY FOR EACH AREA CLASSIFICATION. DO NOT PLACE BACKFILL OR FILL MATERIAL ON SURFACES THAT ARE MUDDY, FROZEN, OR CONTAIN FROST OR ICE. 5. STRUCTURES, BUILDING SLABS, WALKWAYS, AND STEPS: COMPACT TOP 6" OF SUBGRADE AND EACH LAYER OF STRUCTURES, BUILDING SLABS, WALKWAYS, AND STEPS: COMPACT TOP 6" OF SUBGRADE AND EACH LAYER OF BACKFILL OR FILL MATERIAL AT 92% MAXIMUM RELATIVE COMPACTION. 6. COMPACT TOP 6" OF SUBGRADE MATERIAL AT 85% RELATIVE COMPACTION IN PLANTERS. COMPACT TOP 6" OF SUBGRADE MATERIAL AT 85% RELATIVE COMPACTION IN PLANTERS. 7. COMPACT TOP 24" OF SUBGRADE IMMEDIATELY BENEATH THE BASE COARSE AT 95% MINIMUM RELATIVE COMPACTION COMPACT TOP 24" OF SUBGRADE IMMEDIATELY BENEATH THE BASE COARSE AT 95% MINIMUM RELATIVE COMPACTION IN STREET AREAS. 8. ANY SURPLUS EXCAVATION RESULTING FROM THESE EXCAVATIONS SHALL BE HAULED OFF. ANY SURPLUS EXCAVATION RESULTING FROM THESE EXCAVATIONS SHALL BE HAULED OFF. 9. AFTER ALL TRENCHES HAVE BEEN TAMPED IN, RAKE OUT ALL HIGH AND LOW AREAS ALONG THE TRENCH LINE. ALL AFTER ALL TRENCHES HAVE BEEN TAMPED IN, RAKE OUT ALL HIGH AND LOW AREAS ALONG THE TRENCH LINE. ALL CLODS AND SOLID ROCKS EXPOSED ON THE SURFACE AS A RESULT OF THE EXCAVATION SHALL BE BROKEN DOWN AND OR CLEANED UP. ALL TRENCH LINES SHALL BE RAKED LEVEL WITH EXISTING GRADE. 10. ELECTRICAL, NETWORK, OR DATA CONDUIT SHALL NOT BE RUN IN EXCAVATIONS PROVIDED FOR PLUMBING OR HEATING ELECTRICAL, NETWORK, OR DATA CONDUIT SHALL NOT BE RUN IN EXCAVATIONS PROVIDED FOR PLUMBING OR HEATING PIPES, UNLESS SEPARATED BY A MINIMUM OF 12 INCHES. 11. PATCH ALL TRENCHED AREAS TO MATCH EXISTING. PATCH ALL TRENCHED AREAS TO MATCH EXISTING. 12. HAND EXCAVATE IN AREAS WHERE TRENCHING IS DIFFICULT DUE TO STRUCTURAL OBSTRUCTIONS OR EXISTING HAND EXCAVATE IN AREAS WHERE TRENCHING IS DIFFICULT DUE TO STRUCTURAL OBSTRUCTIONS OR EXISTING UNDERGROUND CONDUIT. 13. THE CONTRACTOR SHALL WALK THE SITE WITH THE DISTRICT TO IDENTIFY ALL EXISTING CONDUITS AND PIPES. THE CONTRACTOR SHALL WALK THE SITE WITH THE DISTRICT TO IDENTIFY ALL EXISTING CONDUITS AND PIPES. 14. UNDERGROUND ELECTRICAL CONDUIT SHALL HAVE MINIMUM 36" COVER. SAND FILL 4" ABOVE AND BELOW CONDUIT IF UNDERGROUND ELECTRICAL CONDUIT SHALL HAVE MINIMUM 36" COVER. SAND FILL 4" ABOVE AND BELOW CONDUIT IF NATURE SOIL IS NOT ACCEPTABLE FOR BACKFILL. COMPACTION AND TEST REQUIRED AS PER GENERAL CONDITION SPECIFICATIONS OF EARTH WORK SECTION OR MINIMUM OF 95% COMPACTION REQUIRED.
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